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| 155 | SPECIFICATIONS:
CONTACT: 1P2T- SILVER PLATED
_ g RATING: 034X 30V DC
T jr M| N CONTACT RESISTANCE: 30 milli Ohms max
o_gp 5 | OREAT A s IMEULATION RESISTANCE: 1001 Ohms min 500V DC
] e 1 PROOF VOLTAGE: 500 V AC for 1 min.
OPERATING FORCE: 150 + 100 gf
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19
—=+3.2 TRAVEL
T 3.8 — :
4| | ad Part code: 71-1P2T-G7
| { !
! ! !
L | g ;
1._l 0 1= [ 5
_VL_.. g2—18 o :
L 0
o s A ——J ]
i
|
] 3—01.1 i :
-llf:] - L Gl "'_[.n: || |K.
f—— e f— ) ——
44
E R — —
; | — ==
| RoHS
e O P.C.B LAYOUT Compliant
SCHEMAT IC (NON-SHORTING)
Revision No: 00 Sheet 1 of 1
Dasign by:  PRM Date: 02/01/12
Checked by: APM Date: 02/01/12

Main Product: Tact Swiich

Approved by: AP

Date: 05/01/12

Tolerance: £ 0.2 mm

Scale: Not to scale

Crawing Me: 71-1F2T

Dimensions: mm
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